Spring End Grinder — Down Feed

XX\ SIMCO SEG-915-2S

SEG-915-25 SEG-915-2S L

Model SEG-915-2S SEG-915-2S L FEATURES:

Wire Capacity ~ 0.197 - 0.787" (5.0-20.0 mm)  0.197 - 0.787" (5.0-20.0 mm) [ « Down feed grinder

Max. Spring OD 7.874" (200 mm) 7.874" (200 mm) « Horizontal stone conversion
Spring Length 1.181—15.748” (30-400 mm) 7.874 —19.68” (200-500 mm) | « Air cooling

Stone Dimension 36 x 8" (915x200 mm) 36 x 8" (915x200 mm) * Dry grinding

Stone . .

Conversion Horizontal Horizontal Single loading plate

Stone No 5 5  Optional custom made grinder,
Loading Plate dust collector, etc

RPM 1/2~30 1/2~30

Stone RPM 730 730

Power 220V 3 Phase 220V 3 Phase

Machine 98 x 91 x 126" 98 x 91 x 136"

Dimension (2500 x 2320 x 3200 mm) (2500 x 2320 x 3460 mm)

Weight 16535 lbs. (7500 kgs.) 13889 Ibs. (6300 kgs.)

*Specification subject to change without notice.
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